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ABSTRACT
Effects of Infiltration Temperature, Time, and Gas Flow Rate on
Material Properties of Carbon Infiltrated Carbon Nanotubes
Shane Dirk Sypherd
Department of Mechanical Engineering, BYU
Master of Science
This work characterizes the material properties of carbon infiltrated carbon nanotube (CICNT) structures. The impacts of temperature, time, and hydrogen flow rates on the material properties of modulus of elasticity and strength are examined and compared. Carbon infiltration levels
are assessed through the use of SEM images to determine which parameters give the highest level
of infiltration. Through the use of SEM, carbon capping is observed on samples infiltrated for
longer times at 900 and 950◦ C, suggesting that the samples are not being infiltrated during the
entire desired infiltration period at these temperatures. The highest material properties of modulus
and strength were reached when infiltrating the carbon nanotube forests for 150 mins at 850◦ C
with hydrogen flowing at 311 sccm (0.0115 m/s). With these parameters, a modulus of 20.4 GPa
and strength of 289.8 MPa were attained. The poorest results were seen when the samples were
infiltrated at 800◦ C, and is therefore not recommended as an infiltration temperature if high modulus and strength are desired. Density is correlated to strength and modulus and it is seen that there
is a strong correlation between higher strength and modulus with higher density.
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CHAPTER 1.

1.1

INTRODUCTION

Background
In the microelectromechanical systems (MEMS) field many devices use compliant mech-

anisms, rather than rigid links and joints, to achieve their motion. It has been shown that carbon
infiltrated carbon nanotubes (CI-CNTs) can achieve such motion on the micro scale and have many
advantages when it comes to their material selection. Advantages include the ability to pattern and
grow CI-CNTs for precise geometry, as demonstrated by Hutchison et al. [1], good thermal properties, biocompatibility [2], and reasonable strength. Toone et al. demonstrated these advantages
in their work with cell restraint CNT MEMS [3].
One advantage with CI-CNTs is that the material is capable of variation in material properties by varying growth and infiltration parameters. However, the specific effects of these parameters are not well understood. The proposed research aims to quantify the effects of gas flow
rates, temperatures, and times during the carbon infiltration stage of CI-CNT production on the
CI-CNT structure’s modulus of elasticity and strength. With better material characterization and
optimized manufacturing conditions, the aim is to be able to better predict the performance of
CI-CNT devices.

1.2

Previous Works
There has been a good deal of work already on the subject of carbon nanotubes. Qian

et al. measured the mechanical properties of single and multi wall carbon nanotubes and found
that the tensile strength of the outermost shell of MWCNTs can be 100 times greater than that of
aluminum [4]. There has also been a good deal of work done measuring the electrical properties
of carbon nanotubes. Zhao et al. showed that nanotubes can be infiltrated with many different
substances such as polymers, which can change the electrical and mechanical properties of the
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nanotube structures. They infiltrated the grown nanotube forests by sonicating their samples in
polymer solutions. They found that sonicating helped, but still did not provide for complete infiltration of the nanotubes [5]. Ding et al. used vertically aligned carbon nanotubes on PDMS
to demonstrate the possible use of nanotubes for flexible electronics such as displays, energy devices, and wearable sensors [6]. Lee et al. measured the electrical properties of thin film polymers
with nanotubes randomly deposited in them for use as nanocomposite strain sensors [7]. Lee et
al. developed single walled carbon nanotube film strain gauges with possible applications such as
highly sensitive strain, weight, or pressure sensors on the macro-scale [8]. Robinson and Jones
created coronary stents using patterned CI-CNT forests [9] [10]. Stevens et al. demonstrated the
ability to use CI-CNTs as hydrophobic surfaces with tunable geometry [11]. Lawrence et al. studied the material properties of nickel infiltrated carbon nanotubes infiltrated through electroplating
CNT structures [12]. Wang et al. investigated the influences of adding carbon nanotubes to carbon
fiber/silicon carbide (Cf/SiC) composites [13]. Li et al. used self-supporting and flexible activated
carbon/carbon nanotube/reduced graphene oxide (AC/CNT/RGO) to construct high-performance
supercapacitors [14].
This research focuses on CI-CNTs which are infiltrated using Chemical Vapor Deposition
(CVD) [15], which have in past research had a problem with incomplete infiltration. The extent of
this infiltration problem will be evaluated in this research.
There has not, however, been much done on the subject of CI-CNTs and their mechanical properties. Previous studies have measured modulus and maximum strain using cantilevered
CI-CNTs. In Fazio et al’s work the stresses were applied to the nanotubes perpendicular to the
direction of their growth with the nanotubes oriented vertically. The data was run through a finite
element analysis in ANSYS due to the large deflections [16]. This research uses a three-point
bending test with a small gap the beam has to span in order to keep the beam bending in the small
deflection range. This helped to avoid large deflections and allowed for the use of small deflection
approximation equations. Stresses were applied to the nanotubes perpendicular to the direction of
their growth with the nanotubes oriented horizontally. This orientation matches the loading found
in most MEMS.
Hanna et al. measured ultimate strength, modulus, and maximum strain of CI-CNTs with
stresses applied in the direction parallel to CNT growth using a 3-point bending test [17]. This
2

research measures the CNTs in their horizontal direction and allows for comparison to these results
and demonstrates the difference in material properties when loaded in different directions.

1.3

Thesis Objective
For this research project 144 samples were prepared and grown in order to do a full factorial

experiment. There were four different infiltration times (10 min, 25 min, 45 min, 70 min), four
different infiltration temperatures (800, 850, 900, 950◦ C), and three different hydrogen flow rates
(311 sccm, 396.5 sccm, 492.4 sccm). Each of the 48 different factor combinations had three
replicates, giving us 144 total samples to fabricate. Each of the samples had 25 patterned beams of
0.2 mm width and 6 mm length. The desired height of the beams was between 300 and 425 microns
[18], which was controlled by the growth time of the nanotubes in the tube furnace. The height
is difficult to control and is the reason for the wide interval of desired height. We grew so many
beams per sample to be able to get 10 good beams off of the substrate and through the entire testing
process. To do this, 12 beams were removed from the substrate and put through the testing process
with the realization that some of the beams were likely to break in the measuring and handling
process. Removal of nanotubes from their substrate can be difficult. This was demonstrated by
Robinson who attempted to remove coronary stents from convex cylindrical substrates using dry
etching, a wet KOH bath, wet etching in HCL, and thermal shock with little success using any of
the methods to remove the nanotubes from their substrates [9]. The method used for removal of
CI-CNTs from their substrates that was used in this research was through manual physical removal
of the CI-CNT beams using a razorblade to effectively pop the nanotubes off their substrate. This
method does cause some beams to break in the removal process and is the main reason for having
25 patterned, grown, and infiltrated beams on each sample to allow for this problem. For this
experiment the testing process included:
• Removing 12 whole CI-CNT beams from their substrate in good condition. This was done
by hand with a razorblade.
• Weighing each batch of 12 beams. The weight was used to calculate the density of each set
of beams. This was done with a high precision scale furnished by the chemistry department
at BYU as the nanotube beams weigh very little.
3

• Measuring both the height and width of each beam individually. These measurements were
used in the calculations of both density as well as modulus. This was done using a Keyence
digital microscope zoomed in to 300x magnification.
• 3-point bend testing each beam individually which was used to calculate modulus and strength.
This was done on a mini Instron using a one pound load cell for precise measurement. It was
done using a custom-made fixture with a 3.2 mm gap and a razorblade attached to the load
cell.
• SEM images of one beam from one of the three replicates of each factor combination. The
SEM was used to measure diameters of nanotubes at top and bottom of sample to see to what
extent the nanotubes were infiltrated. It also looked at the top of the beam sample to see if
it has been capped or completely coated, and therefore not allowing further infiltration to
occur.
The data that was collected throughout the testing process was analyzed graphically and
statistically to see what parameters cause significant differences in the CI-CNT material properties.
The main purpose of this research was to characterize material properties of CI-CNTs,
especially when loaded in the direction perpendicular to their growth with the nanotubes oriented
horizontally. This is of value in order to aid in more accurate design and development of CI-CNT
MEMS devices.

4

CHAPTER 2.

2.1

CI-CNT MATERIAL PROPERTIES EXPERIMENT

Experimental Methods
Fabrication of the CI-CNTs followed the same general procedure as Fazio [19], with nec-

essary modifications. The process is described below and can be seen in Figure 2.1.

2.1.1

Wafer Preparation
A 4 inch (100) silicon wafer was patterned using AZ-3312 positive photoresist using stan-

dard photolithography procedures (step (a) of Figure 2.1). A single project specific mask was
designed and manufactured to pattern small beams that were 0.2 mm wide and 6 mm long. After
the wafer was patterned and developed using MIF300, a 40 nm layer of alumina (Al2 O3 ) was deposited using an electron beam evaporator (step (b) of Figure 2.1). The alumina acts as a buffer
between the iron layer, which was deposited afterwards, and the silicon wafer, to prevent diffusion
of the iron into the silicon at elevated growth temperatures. A 4 nm layer of iron was then deposited
on top of the alumina layer using a thermal evaporator (step (c) of Figure 2.1) [20]. The iron acts
as the catalyst in the CNT growth.

Figure 2.1: Sample Preparation Process
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The final patterned samples were obtained through liftoff of the wafer in a sonicated bath
of NMP (N-Methyl-2-pyrrolidone) to remove the remaining photoresist (Step (d) of Figure 2.1).
Another layer of photoresist was then applied to act as a protective coating as the wafer was cut
into smaller pieces that could fit into a 1 inch tube furnace, using a diamond dicing wheel and
dicing saw. The top layer of photoresist was then removed to leave the diced pieces clean and
ready for CNT growth.

2.1.2

Carbon Nanotube Growth
Chemical vapor deposition (CVD) was used to grow and infiltrate the CI-CNTs. The nan-

otubes were grown by inserting a patterned sample on a quartz boat into a tube furnace using a 24
mm inner diameter quartz tube. The tube was heated to 750◦ C with argon flowing in the tube.
At 750◦ C, hydrogen at 311 sccm (0.0115 m/s) was allowed to flow, then the argon was turned
off, and ethylene (C2 H4 ) at 338 sccm (0.0125 m/s) was turned on for 5 mins and 30 seconds to
grow the nanotubes. After the growth time, the ethylene was turned off, argon was turned on, and
hydrogen was turned off at which time the temperature was increased to the desired temperature
for infiltration (step (e) of Figure 2.1).

2.1.3

Carbon Nanotube Infiltration
Up to this point the samples had all been prepared using the same process. The designed

experiment changed the parameters of infiltration to see how these changes affect the CI-CNT material properties. The full factorial experiment, requiring 144 samples to get 3 replicates of each
combination, was designed to change temperature, hydrogen flow rate, and time during infiltration.
The temperatures used were 800, 850, 900, and 950◦ C. The hydrogen flow rates used were 311
sccm (0.0115 m/s), 396.5 sccm (0.0146 m/s), and 492.4 sccm (0.0181 m/s). The times used were
10, 25, 45, and 75 mins. The growth and infiltration order of the 144 samples was randomized
to avoid bias as much as possible during the experiment. This randomization helped to remove
bias during sample preparation by randomizing the effects of variation in alumina and iron thickness from the electron beam evaporator and thermal evaporator. It also removed bias in growth
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and infiltration both in furnace variation and human variation in who performed the growth and
infiltration.
After growth the furnace was heated to the correct infiltration temperature for the sample
being prepared. The hydrogen was then set at the correct flow rate and was let to flow in the tube.
Argon was then turned off and ethylene was then allowed to flow in the tube at the same 338 sccm
(0.0125 m/s) it was during growth. The sample was then left in this state to be infiltrated for the
specified time for each particular sample. After the correct time had elapsed the ethylene was
turned off, the argon was turned on, and then the hydrogen was turned off and the furnace was
opened and allowed to cool down to a temperature that allowed the sample to be removed.

2.2
2.2.1

CI-CNT Measurements
Beam Removal from Substrate
A razor blade was used to remove the infiltrated beams from their silicon substrates. This

was done by placing the razor blade against the substrate and carefully pushing the blade against
the base of the CI-CNT beam. Twelve of the released beams were then gathered to be weighed.
The experiment called for 10 beams to be used in testing, so 12 beams were gathered to account
for some beams likely being accidentally broken in transport and measuring. Figure 2.2 shows a
sample with several beams already removed.

2.2.2

Weight, Dimension, and Density
The 12 beams were then measured using a high precision digital scale accurate to 0.0001

grams. After being weighed the lengths of the beam’s heights and widths were measured using
a Keyence digital microscope. The beams were patterned to be 6 mm long and with the width,
height, and weight measurements, the average density of the beams was calculated.

2.2.3

SEM Imaging
One beam of each of the different infiltration parameter combinations was imaged using

a scanning electron microscope. The CI-CNT beam was cut with a razor blade and imaged on

7

Figure 2.2: Grown and infiltrated carbon-nanotube beam structures with some beams already removed.

the top and in the middle to see how deep the structures were infiltrated with carbon and to see if
capping, or complete infiltration, had occurred on the surface. Knowing if the beams were capped
was of interest because if the top is completely closed off or capped, then the carbon can no longer
reach the lower part of the CI-CNT beam structure.

2.2.4

3-Point Bending Test
A Mini Instron was then used to 3-point bend test each beam. A custom stage with a 3.2

mm gap was fabricated as well as a custom apparatus to attach a razor blade to a one pound load
cell. Each beam was tested by using tweezers to place it over the 3.2 mm gap in the center of the
stage where the razor blade would come down and break it, as seen in Figure 2.3. The beam was
placed over the gap so that it was simply supported on each side, and therefore allowed to move
freely during the bending test.
A program was written within the Instron software package to gather the force and deflection data from each test. The CI-CNT beams were oriented on the stage with the nanotubes running
8

Figure 2.3: Mini Instron setup for 3-point bending tests

parallel to the direction of the razor blade, as seen in Figure 2.4. This orientation was desirable
because there are no know documented experiments of testing CI-CNT structures in this orientation, which is the orientation in which CI-CNT structures and devices in MEMS applications are
typically loaded.

2.2.5

Data Extraction
A python program was written to take the collected data and cut it down to a usable form

by removing the data before the razor blade was touching the beam and after the beam was broken.
A typical set of force-deflection curves can be seen in Figure 2.5. From the useable data, the slope
of the force-deflection curve, or stiffness, was found and together with the geometry measurements
taken earlier the bending strength and modulus were calculated. MATLAB was used to plot the
average strength and modulus for each of the different infiltration parameter combinations to see
the trends. The equation for calculating the modulus can be seen in Equation 2.1, where k is the
stiffness, l is half the distance of the gap the beam spans, and I is the moment of inertia. The
9

Figure 2.4: Orientation of beam for testing

equation for flexural strength can be seen in Equation 2.2, where F is the maximum force, c is
the distance from the neutral axis to the outside of the beam, and I is the moment of inertia. The
assumptions used for these equations to be valid were [21]:
• The beam is subjected to pure bending. This means that the shear force is zero, and no
torsion or axial loads are present (for most engineering applications it is assumed that these
loads affect the bending stresses minimally).
• The material is isotropic and homogeneous. Note that, for at least some samples in this
experiment, the material is likely not homogeneous due to capping of the infiltrated carbon,
leading to heavier carbon deposition on the outside of the beam. Hence, these equations
result in an effective modulus for the material, representing an approximate average across
the beam.
• The material obeys Hooke’s law.
• The beam is initially straight with cross section that is constant throughout the beam length.
• The beam has an axis of symmetry in the plane of bending.
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• The proportions of the beam are such that it would fail by bending rather than by crushing,
wrinkling, or sideways buckling.
• Plane cross sections of the beam remain in plane during bending.

E = kl 3 /48I

(2.1)

S = Flc/I

(2.2)

Figure 2.5: Set of typical Force vs Deflection Curves

2.3

Results and Discussion
Results of the experiment are shown graphically and explained in the next several sections.

2.3.1

3-Point Bend Test Results
Figure 2.6 shows the average modulus of elasticity for each of the distinct experiments de-

scribed in the methods section. The 10 min infiltrations for all of the experiments at each different
hydrogen flow rate at 800◦ C were removed from the data due to minimal infiltration causing the
beams to not come cleanly off of the silicon substrate. The 70 min infiltrations for both the hydrogen flow rates of 311 sccm (0.0115 m/s) and 396.5 sccm (0.0146 m/s) were also removed due
to false breakage readings observed from carbon flash breaking on the edges of the beams due to
11

Table 2.1: Full Results

high amounts of carbon deposition on the substrate. These data points were completely removed
from the experiment and therefore will not be included in any subsequent charts or findings. These
removed samples can be seen in Table 2.2. Table 2.1 shows the results of the entire experiment for
each of the different parameters used.
Figure 2.6 shows an averaged chart of the modulus of elasticity vs time for each of the
different temperatures and hydrogen flow rates. Each point represents the average of at least 20
12

Table 2.2: Experiment Design Highlighting the Samples
Removed from Consideration

beams tested with their particular corresponding parameters. The CI-CNT beams infiltrated at
800◦ C for even long lengths of time (70 mins) have a very low modulus, never reaching even 1
GPa. There is a general trend of higher modulus of elasticity with longer infiltration times and
lower hydrogen flow rates. The beams infiltrated at 850◦ C also seemed to be giving poor resulting
modulus values in the beginning, but at longer times and lower hydrogen flow rates the modulus
actually reached that of the beams infiltrated at 900 and 950◦ C. The data in Figure 2.6 also shows
that the modulus of the beams infiltrated at 850◦ C are steadily increasing, and suggests that with
more infiltration time these beams could reach the modulus values of the beams infiltrated at 900
and 950◦ C. Figure 2.7 shows the average strengths for the same data set used in Figure 2.6. Once
again the figure shows that the beams infiltrated at 800◦ C for any amount of time have very
low strength, and this coupled with their low modulus demonstrates that 800◦ C is likely not a
good infiltration temperature for CI-CNT structures or devices that must demonstrate even small
amounts of strength. We see a similar trend to that of modulus for the beams infiltrated at 850◦
C in that they are steadily increasing with time and at 70 mins at low hydrogen flow rates they
actually surpass the strengths of the beams infiltrated for 70 mins at 900 and 950◦ C. This is likely
due to capping of the outside of the CI-CNT beams infiltrated at 900 and 950◦ C, stopping the
carbon from infiltrating deeper into the beams. In addition, the beams infiltrated at 900◦ C initially
increase in strength with time, but they reach a maximum at about 100-140 MPa, suggesting that
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Figure 2.6: Modulus vs Time for full original experiment

Figure 2.7: Strength vs Time for full original experiment

an outer cap has formed, preventing further infiltration of the interior of the beam. The beams
infiltrated at 950◦ C also show this behavior, though the strength of these beams is generally lower
than the 900◦ C beams. This suggests even more pronounced capping of the infiltration at higher
temperatures.
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Figure 2.8: Capped CI-CNT Structure (Infiltrated for 45 mins at 950◦ C with hydrogen flowing at
311 sccm (0.0115 m/s)

2.3.2

SEM Imaging Results
Images taken with a scanning electron microscope of the broken beams gave insight into

the hypothesis as to why the samples infiltrated at lower temperatures (850◦ C) were steadily
increasing in both modulus of elasticity and in strength, while those infiltrated at 900 and 950◦ C
did not have the same increasing relationship. In Figure 2.8 there is visible capping, or buildup
of carbon on the surface of the nanotube beam. This capping is believed to be the result of quick
infiltration with carbon particles that in effect clog or cap off the nanotubes not allowing any further
infiltration into the center of the beam structures. This beam was infiltrated for 45 mins at 950◦
C with hydrogen flowing at 311 sccm (0.0115 m/s). Figure 2.9 shows a nanotube beam infiltrated
with the same parameters of 45 mins with hydrogen flowing at 311 sccm (0.0115 m/s), but at only
850◦ C. The beam in Figure 2.9 does not have this same carbon capping or build up.
Looking closer into these same images near the bottom of the structures (the left side of
the cross section in both images), or near where they were attached to the silicon substrate before
15

Figure 2.9: Uncapped CI-CNT Structure (Infiltrated for 45 mins at 850◦ C with hydrogen flowing
at 311 sccm (0.0115 m/s)

being removed, a difference in infiltration level can be seen. Figure 2.10, which is the same sample
imaged in Figure 2.8, shows nanotubes with an average thickness of about 68 nm based on the
measurements taken, whereas in Figure 2.11, which is the same sample imaged in Figure 2.9, the
nanotubes have an average thickness of about 121 nm based on the measurements taken. These
images and measurements provide evidence that the samples infiltrated at 950◦ C are being capped
off all around the outside of the beam at some point in the infiltration process, making it impossible
for carbon to continue infiltrating the beam for the full 45 mins. This causes the nanotubes inside
the beam to be thinner and farther apart, or for the beam to be less infiltrated with carbon, than
the nanotubes inside the beam infiltrated at 850◦ C. The modulus of elasticity is still higher in this
case for the beam infiltrated at 950◦ C most likely due to the full infiltration near the surface of the
beam and the layer of solid carbon buildup surrounding the beam. However, it has lower strength
due to its poor infiltration.
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Figure 2.10: Capped CI-CNT Structure - Infiltrated for 45 mins at 950◦ C with hydrogen flowing
at 311 sccm (0.0115 m/s) - Corresponds to Figure 2.8

2.3.3

Additional Experiment Data Based on Original Results
Based on the SEM images and on the trends in the data from Figure 2.6 another experiment

was carried out using the same methods used in the previous experiments, but with an infiltration
time of 150 mins at 850◦ C with a hydrogen flow rate of 311 sccm (0.0115 m/s). Figure 2.12
shows that the hypothesis that infiltrating at lower temperatures for longer periods of time does
indeed increase the modulus of elasticity. Figure 2.13 shows that strength is also increased when
infiltrating at lower temperatures for longer periods of time. These samples infiltrated at 850◦ C
showed much higher stiffness and strength than any of the experiments from the initial experiment.
With these parameters a modulus of 20.4 GPa and strength of 289.8 MPa were attained. The SEM
image in Figure 2.14 shows that the beam is infiltrated to the point that it is difficult to pick out a
single nanotube, or what would be considered completely infiltrated. The modulus and strength are
much lower than those of amorphous carbon likely due to the voids that still exist in the infiltrated
CI-CNT structures [22].
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Figure 2.11: Uncapped CI-CNT Structure - Infiltrated for 45 mins at 850◦ C with hydrogen flowing
at 311 sccm (0.0115 m/s) - Corresponds to Figure 2.9

Figure 2.12: Modulus vs Time for expanded experiment at 850◦ C
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Figure 2.13: Strength vs Time for expanded experiment at 850◦ C and hydrogen flowing at 311
sccm

2.3.4

Correlations
From Figure 2.15 it can be seen that below about 500 kg/m3 the modulus is less than around

1 GPa. After 500 kg/m3 there is a strong trend that the higher the density, the higher the modulus.
This can also be seen in Table 2.3, where the correlation coefficient between modulus and density
is 0.828 with a p-value less than 0.001.
From Figure 2.16 it can also be seen that below about 500 kg/m3 there is very low strength.
However, after 500 kg/m3 there is a strong trend that the higher the density, the higher the strength.
This can also be seen in Table 2.3, where the correlation coefficient between strength and density
is 0.827 with a p-value less than 0.001.
From Figure 2.17 it can be seen that there is a high correlation with the correlation coefficient between modulus and strength of 0.900 with a p-value of less than 0.001 as seen in Table 2.3.
These plots further support the hypothesis that more complete filling of the space between the nanotubes leads to higher stiffness and strength. Hence, for best control of the material properties,
it is important to infiltrate the CNT forest without capping, allowing a more even distribution of
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Figure 2.14: Completely infiltrated sample from expanded experiment at 850◦ C and hydrogen
flowing at 311 sccm

Figure 2.15: Modulus vs Density
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Figure 2.16: Density vs Strength

Figure 2.17: Modulus vs Strength
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Table 2.3: Correlation Coefficients for Modulus of Elasticity, Strength,
and Density with all p-values < 0.001 .
Correlations
Modulus of Elasticity Strength Density
Modulus of Elasticity
1
Strength
0.900
1
Density
0.828
0.827
1

infiltrated carbon throughout the cross section. This experiment suggests that infiltration at 850◦ C
is an important parameter to achieve this effect.
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CHAPTER 3.

3.1

CONCLUSION

Best Practices for High Flexural Modulus and Strength
The data from the experiment suggests that the highest material properties of modulus and

strength are achieved at lower temperature (850◦ ) for a longer period of time (150 min). This
is a new discovery as previous thinking and assumptions suggested that the highest strength and
modulus were achieved at high temperatures (900◦ -950◦ ) for shorter amounts of time (30-50 min).
This research showed that at these elevated temperatures capping of the outside of the beams with
a relatively thick carbon cap impedes infiltration of carbon further into the center of the structures.
This causes these capped structures to be less solid than structures that are infiltrated for longer
times at a lower temperature of 850◦ resulting in lower strength and modulus.

3.2

Tunable Material Properties
From the trends in the data gathered in the experiment it can be seen that for the highest

modulus and strength are obtained using 850◦ C for the infiltration temperature for longer periods
of time (70 min or more). This is because we found that 800◦ C is too low of a temperature for
good infiltration and even after 70 min of infiltration these beams had a modulus of elasticity of
less than 1 GPa and a strength of less than 10 MPa. From this data it is not recommended that 800◦
C be used for infiltration of MEMS devices. The data suggests that 900◦ C is a good temperature
to use if your desired modulus is between 1 and 7 GPa and/or your desired strength is between 10
and 120 MPa. Using 311 sccm (0.0115 m/s) or 396.5 sccm (0.0146 m/s) as the hydrogen flow rate
at 900◦ C brings these material properties to their maximums after only about 25 min. To get these
same material properties using 850◦ C as the infiltration temperature it takes about 70 min using
a hydrogen flow rate of 311 sccm (0.0115 m/s). For these desired properties 900◦ C infiltrations
take only about a third of the time to infiltrate. However, if higher modulus than 7 GPa and higher
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strength than 120 MPa are desired, then the data suggests that 850◦ C is the optimal temperature to
use for infiltration. From the data from the SEM images it can be seen that this is due to the capping
effect that occurs during the infiltrations of the beams at higher temperatures. This is especially
evident with the beams infiltrated at 950◦ C with large amounts of carbon buildup surrounding the
beam, even at lower infiltration times. At the lower temperature of 850◦ C it is believed that the
infiltration occurs more slowly and evenly, and therefore this capping effect is slowed allowing the
carbon to infiltrate deeper into the sample, but needing more time to do so. The data for infiltrating
at 850◦ C for 150 min shows that much higher material properties for modulus and strength can
be achieved, whereas at 900 or 950◦ C maximum strength and modulus due to infiltration have
been reached by 70 min and any additional time only increases the properties due to the properties
of the additional carbon buildup on the outside of the beams. The trend suggests that even higher
values of material properties can be achieved at 850◦ C as there is a strong increasing trend in the
data even after 150 min of infiltration.
The data shows that it is possible to tune the material properties of CI-CNT structures to
the desired values for different designs or applications. This could be used for MEMS applications
such as bistable mechanisms. By changing the material properties it would be possible to have
different force requirements for switching for several such bistable devices with the same geometry.
This could be very useful in manufacturing where one pattern or process could be used to make
several devices with different characteristics. The only process that would change would be that of
infiltration being tuned to the specific device requirements by changing the infiltration parameters
with no need for changing geometry or the actual material selection of the device.

3.3

Non-destructive Material Property Estimation
From the collected data in Figure 2.15 and Figure 2.16 strong trends can be seen in increas-

ing modulus and strength with increasing density. From these trends and data points it is possible
to get a rough estimate of material properties by just finding the density of the CI-CNT device,
rather than through destructive traditional material property testing. This method could also be
used as a quality control check during manufacturing by being sure the density is within certain
allowable tolerances for the desired particular material properties. It is also possible to estimate
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material properties of modulus of elasticity or strength if either of the properties is already known
using the data from Figure 2.17.

3.4

Possible Future Work
Work on uniform growth height would be of value. During this experiment there was a

lot of variation at times in the height of the carbon nanotube forests. There are many different
variables that could contribute to this including iron thickness, iron uniformity, amount of iron
diffusion while waiting for nanotube growth and during the heating process before growth, gas
purity, furnace cleanliness, and gas leakage in furnace tubing system to name a few. An in depth
study of how these parameter affect the height of nanotube forest growth would be useful for better
precision when making carbon nanotube MEMS devices.
Work on how geometry effects the material properties would also be of value. In this
experiment only 0.2 mm width beams were used to determine the material properties, but knowing
how geometry affects how infiltrated the sample are would be of interest as wider beams may not
be infiltrated in the middle, away from the edges, which could greatly impact the effective modulus
of elasticity and strength as seen in this work.
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